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GENERAL INFORMATION
Rated Power 400 W

Cell Type Monocrystalline

Cell Efficiency 23%

Operating Voltage (peak power) 20.66 V

Operating Current (peak power) 19.38 V

Open Circuit Voltage (Voc) 23.84 V

Short Circuit Current ISC 20.45 A

Temperature Coefficient (Voltage) 0.36%/K

Ingress Protection IP65

Operating Temperature -40° to 185°F

Connector 1 HPP; 6 inches/15.24 centimeters; 12AWG

Connector 2 USB; 6.5 inches/16.51 centimeters

Weight 36.7 pounds (16.6 kg)

Dimensions (unfolded) 114 x 31.7 x 0.2 in (289.5 x 80.5 x 0.5 cm)

Dimensions (folded) 28.54 x 31.7 x 1.2 in (72.5 x 80.5 x 3 cm)

Capacity 100W, 18-22V

What’s Included:  
Nomad 400,  HPP 15’ Extension Cable, 4 Ground Stakes

The Nomad 400 gives you 400 watts of power in a light-
weight, portable design. You can take it on the road and 
use it torecharge your Yeti indefinitely or keep it at home 
so you can still collect power for emergency backup when 
the grid is down.

The Goal Zero Nomad 400
Portable Solar Panels


