
Radio

Thanks to the advanced audio processing and 
anti-interference technologies, the TC-700P 
delivers clear communications, even in noisy
environments.

The multi-level safety mechanism also o�ers 
the optimal safety solution for critical
applications.

TC-700P
Analogue handheld radio

Highlights 
Safety guaranteed
To ensure the protection and safety of the user, the TC-700P provides important 
functions for critical applications, in emergencies or in the event of accidents 
with its lone worker, man down alarm and emergency alarm features.

High transmitting power
With its transmitting power of up to 5 watt the TC-700P achieves a large range.

Excellent audio quality
Thanks to its powerful loudspeaker with an audio power output of up to 1.5 watt 
the TC-700P ensures clear communication even in a noisy environment. With the
"whisper" feature the TC-700P transmits speech clearly even if the user speaks quietly.

Scan 
The TC-700P supports two scan types: Normal scans and vote scans. Normal 
scans make it possible to listen to the transmissions from other channels, while 
the vote scan helps to establish contact with the nearest base station.

Functions
Vibration alarm

Emergency call, lone worker and man down alarm

CTCSS / CDCSS

Scrambler

Intercept

Switching o� squelch

Announcement of the current channel number

Warning with low battery charge

Adjusting transmitting power

Various signaling types such as telephone signaling, 5-tone sequence and 

HDC2400TM

Call 1 - call 5 (calls assignable to keys, e.g. for 5-tone signaling) 

Bypassing the repeater (talk around)

VOX (voice-controlled send keying)

Time-out timer (TOT) 

Wireless copying of settings to another radio

Manual/automatic matching with a PC

Patrol monitoring (optional)



General data

Frequency range VHF: 136 – 174 MHz
UHF: 400 – 470 MHz 

Channel capacity 16

Channel spacing 12.5 / 20 / 25 kHz

Operating voltage 7.4 V

Standard battery 1700 mAh (lithium-ion battery)

Battery service life 
(5-5-90 duty cycle)

approx. 12 hours

Frequency stability ± 2.5 ppm 

Operating temperature range - 25 °C to + 60 °C

Antenna impedance

Dimensions (H × W × D)
(with standard battery, without antenna)

124 × 54 × 35 mm

Weight (with antenna and standard 
battery)

330 g

Shock and vibration resistance MIL-STD -810 C/D/E/F

Dust and water protection IP54

Transmitter

Transmitting power VHF: 2 / 5 W 
UHF: 2 / 5 W

Modulation 16 K0F3E / 11 K0F3E

Interfering signals and harmonics - 36 dBm (< 1 GHz)
- 30 dBm (> 1 GHz)

Hum and noise 40 / 45 dB

Nominal audio distortion ≤ 5 %

Receiver

Sensitivity 0.25 / 0.28 μV

Adjacent channel selectivity ≥ 60 / 70 dB

Intermodulation ≥ 65 dB

Spurious response rejection ≥ 70 dB

Hum and noise 40 / 45 dB

Nominal audio power output 800 mW

Nominal audio distortion ≤ 5 %

All technical information was determined at the factory and in accordance with the 
corresponding standards. Subject to change on the basis of continuous development.

Technical Data

The illustrations are for reference purposes only. The products might di�er from these illustrations.

Lithium-ion battery  
(1700 mAh) BL1703

Belt clip BC08 Charger CH10L07

Wrist strap RO04 Switching power adapt-
er for charger PS1044

In the box Optional accessories

Programming cable 
(USB) PC25

Battery optimizing sys-
tem MCA05-A1

Carrying bag leather 
with belt strap LCBY22

Earbuds with D-piece 
and microphone EHN07

Concealed headset 
EAN04

Loudspeaker micro-
phone (IP55) SM13N5

Antenna




